
  

TVL 600
 Break Through Clarity W5 Technology

TVL

 Break Through Clarity W5 Technolog y

HCIR-159VF 

High Resolution Day & Night IR Camera 

HIGH RES 600TVL

HIGH RESOLUTION
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SDC-435

HCIR-159VF

Superb Color Image Quality 
The HCIR-159VF is equipped with our latest proprietary W-V DSP chipset
that has been applauded in the video security market for its excellent
stability and performance. Powered by advanced chipsets, this camera
achieves greater stability and articulated image processing that enables superb
color images at an enhanced 600TV lines resolution.

Conventional Camera HCIR-159VF

Ultra Low Light Levels of 0.05Lux 

Conventional Camera HCIR-159VF

HCIR-159VF

Conventional Camera

600TVL

HIGH RESOLUTION
Hyundai provides superb high resolution reproduction with

a true 600TVL Super HAD CCD chip. For ultra sharp

imaging and realistic colors, only Hyundai can deliver.

W5 TECHNOLOGY INSIDE
Hyundai cameras use the latest W5 technology 

providing the highest image quality possible in a compact high 
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The HCIR-159VF features SSNRIII noise reduction
technology with 2D/3D filters, an upgraded version of
SSNRII, to achieve a S/N ratio of 52dB for noise-free
graphics

Conventional Camera

DIS (Digital Image Stabilization) Technology,
COAX Control

Equipped with a maximum 512X Sens-up capacity and ultra low light
levels of 0.05Lux, the HCIR-159VF achieves excellent performance in
0.05 processing images especially in very low light conditions.

HLC O" HLC On

DIS Off DIS On

With DIS (Digital Image Stabilization), the
HCIR-159VF effectively minimizes and prevents
%4*,!(630..%&,($*0/!2(6'($*4!.*(/7*+%&,5
Coaxial control enables data control.

Featuring SSDR (Super Dynamic Range),
the HCIR-159VF(*01-4*1%$*33'(%&$.!*/!/(2*.+()7-1-!3!$1.%$
/%,&*3/(87%3!(.!1*%&%&,(6.%,71(/%,&*3/9(2*.+(/)-1/(%&
images become more visible for accurate monitoring.

The HCIR-159VF features HLC (Highlight Compensation)
technology that e"ectively blocks strong light sources
such as headlights. It provides optimum performance
in recognizing vehicular license plates and objects at night.

HLC (Highlight Compensation)

SSDR (Super Dynamic Range)

2D/3D Noise Reduction Technology
SSNRIII

52dB
Digital Image Stabilization

16X

0.3 COAX



600TVL

HIGH RESOLUTION Thanks to the Hyundai W-V chipset, these cameras boast 

 stable and precise image processing, delivering high-quality 

 images with a color resolution of 600TV lines.

Up to 50m IR Range

 

The HCIR-159VF is a high resolution IR LED camera that 
can capture images within 50 meters in extremely low 
or no lighting using its built-in black IR LED lamps. In 
addition, it boasts excellent performance in monitoring 
factory compounds, stores and warehouses using a built-
in 3.6X varifocal lens (2.8 ~ 11mm).

Clarity Indoor

Long IR Range
Long IR Range

OUTDOOR

INDOOR

DAY/NIGHT

Hyundai cameras provide breathtakingly vivid 

color reproduction in faytime as well as excellent 

low light performance at night. 

VIVID TRUE COLORS

DAY/NIGHT TRUE COLOR



  

  

 

 

 

SPECIFICATIONS

3mm 6mm 8mm 12mm

OPTIONAL
 
LENS CHOICES (Simulation)

VIDEO
Imaging Device
Total Pixels

Scanning System
Synchronization
Frequency
Horizontal Resolution
Min. Illumination
S / N (Y signal)
Video Output

OPERATIONAL

On Screen Display
Camera Title
Day & Night
SSDR
Backlight Compensation
Motion Detection
Digital Image Stabilization
Privacy Masking
2D+3D Noise Filter (SSNRIII )
Sens-up (Frame Integration)
Gain Control
White Balance
Electronic Shutter Speed
Digital Zoom
Sharpness
Flip / Mirror
Freeze
IR LED

ENVIRONMENTAL
Operating Temperature / Humidity
Storage Temperature / Humidity
MECHANICAL
Dimension (WxHxD)
Weight
Lens Mount

  

HCIR-159VF

1/3" Sony Color CCD(ICX638,639XKA) 
768(H) x 494(V)
752(H) x 582(V)
2 : 1 Interlace
Internal / Line lock
 H: 15.625KHz / V : 50Hz
600TV lines (Color)/700TV lines (B/W)
Color : 0.15Lux (50 IRE@F1.2), 0.0001Lux (Sens-up, 512X)

CVBS : 1.0 Vp-p / 75, Nagative

Korea, English, Japan, French, Portuguese, German, Spanish, Italian, Chinese, Russian, Polish, Czech

Auto/Fixed/O "(X2"~"X512)

ATW / Outdoor / Indoor / Manual / AWC 
1/50 ~ 1/120,000

48-IR LED

-10"C ~ +50"C / 30% ~ 80% RH
-20"C ~ +60"C / 20% ~ 90% RH

58 x 52 x 121mm (2.28º x 2.05º x 4.76º)
290g (0.64 lb)
C / CS
FCC (Class A), UL/cUL listed FCC (Class A) CE (Class A)

POWER
Input Voltage
Power Consumption

DC 12V, (600mA)
MAX 7.0 W

ON(X16)/OFF

Color/BW/Auto/EXT(STD)

R"Gain/B"Gain"Level"Adjustable

LENS 2.8 ~ 11mm Lens F1.2

370mm

294mm

210mm


